CHARLESTON THG

PARIS

Rim mounted 4 hole bath/shower mixer, diverter to low super goliath spout

\
&
oS
N %
%
" =
1 1 —
2 2 180mm (718" | B\
£ = 5
g £ I
o ]
g 2 H
221mm (83/4") L]
Lg: 350mm (133/4") 4
.~ H
ﬁ F Lg: 600mm (23 5/8")
.
U
Lg:2M(783/4")
U
@ 67mm (258") @ 60mm (23/8")
@ 50mm (2") @ 50
o de percage conseillé
recommended drilling o
empfohlener abstand _
@ de perforacion aconsejado c
A
; mev-. Somm (118" & s0gm 118" mT s o
:
? g £
180mm (512" | 140 mm (512" | 140 mm (512" g
F
B entraxe conseillé 34mm(138")
= recommended interval width
bl " emplohlener abstand
—E distancia entre taladros aconsejado 495 mm (191/2") ‘
A | | | |
AV AT
2332 03/10/2022
CHARACTERISTIC TECHNICAL SPECS
e ACS:18ACCLY473 * Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)

* Bec: 35 |/min a 3 bars - Douchette : 9,5 |/min & 3 bars
* Spout : 9.26 gpm at 43.5 psi - Handshower : 2.5 gom at 43.5 psi

STANDARDS

AVAILABLE FINITIONS

Antique nickel - H28 Graphite PVD - H64 Matt chrome - CO2 Natural smoked Brass - A13 Soft gold - F30

Black ceram - D30 Lacquered light bronze - DO1 Matt gold - FO7 Nickel color PVD - H55 Soft matt gold - F31

Blush PVD - H62 Matt Umber PVD - H67 Matt gold color PVD - H53 Polished chrome (color finish) - A02 Umber PVD - H66

Brass color PVD - H49 Matt blush PVD - H60 Matt graphite PVD - H65 Polished chrome / Polished gold Varnished matt antique red copper
Brown bronze color PVD - F33 Matt brass color PVD - H50 Matt nickel (color finish) - CO1 (color finish) - GO2 (color finish) - HO7

Gold color PVD - H52 Matt brown bronze color PVD - F34 Matt nickel color PVD - H56 Polished gold (color finish) - FO1

Polished nickel - BO1



