VEGETAL
USF-25

3 Loch- Wannenflllbatterie DN 20 zur Standmontage - Goliath Auslauf

EIGENSCHAFTEN

o ACS:18ACCLY403

ZERTIFIZIERUNGEN

VERFUGBARE OBERFLACHEN

Altnickel - H28

Blassgold - F30

Blassgold matt unlackiert - F31
Chrom - AO2

Chrom / gold - GO2

Chrom matt - CO2

Gold - FO1

Gold matt - FO7
Mattschwarz keramik - D30
Nickel matt - CO1

Pvd blush - H62

Pvd blush matt - H60

THG

PARIS

362

230

149

50 x 55

179

flexible Lg
hose length  350mm
schlauch lange
flexolg

o de percage conseillé
recommended drilling o
empfohlener abstand
@ de perforacion aconsejado

\

140 140

entraxe conseillé
recommended interval width
empfohlener abstand
distancia entre taladros aconsejado

A7 A1

54 Maxi

42155 15041201

TECHNISCHE DATEN

* Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)
* Bec: 35 |/min a 3 bars
e Spout : 9.26 gpm at 43.5 psi

Pvd bronze braun - F33

Pvd bronze braun matt - F34
Pvd gold - H52

Pvd gold matt - H53

Pvd graphite - H64

Pvd graphite matt - H65

Pvd messing - H49 Silbernickel - BO1
Pvd messing matt - H50

Pvd nickel - H55

Pvd nickel matt - H56

Pvd umber - H66

Pvd umber matt - H67



