SULLY ONICE BLANCO

Rim mounted 3-hole basin mixer with waste for marble

CARACTERISTICAS

e Sully Onice Blanco

¢ Rim mounted 3-hole basin mixer with waste for marble

ACABADOS DISPONIBLES

Ceramica negra mate - D30
Cromo - AO2

Cromo / dorado - GO2
Cromo mate - CO2

Dorado - FO1

Dorado mate - FO7

Dorado palido - F30

Dorado palido mate (sin barniz) - F31
Niquel - BO1

Niquel mate - CO1

Niquel viejo - H28

Pvd blush - H62

flexo lg

45949

hose length 11 3/4
flexible Lg
schiauch lange

1"1/4

recommended interval width

distancia entre taladros aconsejado

THG

PARIS

[ & 238

recommended drilling o

o de percage conseillé
emplohlener abstand
@ de perforacion aconsejado

o

entraxe conseillé
empfohlener abstand

1/4 Maxi

A0

16/05/2012

ESPECIFICACIONES TECNICAS

« Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)
* 5,7 1/min a 3 bars (1.5 gpm at 43.5 psi)

Pvd blush mate - HEO

Pvd color latén - H49

Pvd color latén mate - H50
Pvd color niquel - H55

Pvd color niquel mate - H56
Pvd color oro - H52

Pvd color oro mate - H53 Pvd umber mate - H67
Pvd grafito - H64

Pvd grafito mate - H65

Pvd marrén bronce - F33

Pvd marrén bronce mate - F34

Pvd umber - H66



