AMBOISE RED JASPER THG
AIL-5840/MBG PAR S

Trim only for WC douche including: trigger spray, wall mounted single lever mixer, reinforced hose (49 1/4"), wall outlet with

integrated elbow with safety stopper

@ 29mm (11/8)
25mm (1) Q
|
£
— E|
@ 8
a 172 2
£
ol
5
IS
L @ 4
0
- ® H
| E L[
H 5 H 4
Lg:1,25M
(491/4") u H H
= H H
o H
44mm (13/4) Maxi I
36mm (13/8)
90mm (31/2") M|
69mm (23/4)

100 mm (4)
I(-32mm(21/2)

@ 48mm (17/8)

Compatible avec

i iﬁ @ 42mm (15/8") 52mm (2") Maxi 74 m
90mm (31/2")

5840/MA
SBLOMAMW o de percage conseillé
“emolonienes absiond.
@ de perforacion aconsejado
50648 25/03/2021
CHARACTERISTIC TECHNICAL SPECS
e ACS:19ACCLY412 * Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)

* 9,51/min a 3 bars (2.5 gpm at 43.5 psi)

STANDARDS

RELATED SKU’S

o Ref. GO0O-5840/MAUS Rough parts for concealed wall-mounted mixer with 2" outlet

AVAILABLE FINITIONS

Black ceram - D30 Gold color PVD - H52 Matt brass color PVD - H50 Matt nickel color PVD - H56 Umber PVD - H66
Blush PVD - H62 Gold mat - FO7 Matt brown bronze color PVD - F34 Nickel antique / Sovereign - H28

Brass color PVD - H49 Gold polished - FO1 Matt chrome (American satin) - CO2 Nickel color PVD - H55

Brown bronze color PVD - F33 Graphite PVD - H64 Matt gold color PVD - H53 Nickel polished - BO1

Chrome polished - AO2 Matt Umber PVD - H67 Matt graphite PVD - H65 Soft gold - F30

Chrome polished / gold polished - Matt blush PVD - H60 Matt nickel (American satin) - CO1 Soft matt gold - F31
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