NANO WITH LEVER HANDLES

G5B-6500/US

Single lever faucet with drain

CHARACTERISTIC

o ASME : ASME A112.18.1-2011/CSA B125.1-11

STANDARDS
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AVAILABLE FINITIONS

Black ceram - D30

Chrome polished - AO2

Chrome polished / gold polished - GO2
Gold mat - FO7

Gold polished - FO1

Matt chrome (American satin) - CO2

THG

PARIS
3mm (31/4)
o | ]
L ®
= 48mm (17/8) -
2 g
© ©
£ Q B -
£ 4
¢ ° L/
© e -
= £
£
=2
C ] & C
®
=T b g = 126 mm (5)
g E
£ g
° @ 54 mm (21/8)
¥Lg:400mm(15314")
1]
r———"
3/8" 358"

@ 32mm (11/4)

.$ 60mm (23/8)

o de pergage conseillé
recommended driling o

empfohlener abstand
9 de perforacion aconsejado
= - @ 35mm(13/8")
g - E j
g ]
2 H
55608 30/06/2022

TECHNICAL SPECS

* Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)
* 5,7 1/min a 3 bars (1.5 gpm at 43.5 psi)

Matt nickel (American satin) - CO1
Nickel antique / Sovereign - H28
Nickel polished - BO1

Soft gold - F30

Soft matt gold - F31



