NIHAL METAL
U2M-151M

CmecuTenb yCTaHaBﬂMBaeMb\VI Ha 60pTy PakKOBVHbI Ha TPV OTBEPCTUA C JOHHbBIM KJ1anaHOM. Ong MpamMopa

XAPAKTEPUCTUKH

o ACS:18ACCLY393
e NF :NF EN 200 - IA - Chrome

CTAHOAPTbI

NPy

JOCTYTMHbIE BAPVAHTbI MOKPbLITUIA

Black ceram - D30 Umber PVD - H66

Blush PVD - H62 bBpoH3za - DO1

Graphite PVD - H64 305070 - FO1

Matt Umber PVD - H67 MaToBasa KpacHas CTapuHHas mMeab -
Matt blush PVD - H6O HO7

Matt graphite PVD - H65 MaTtosoe 3051070 - FO7

MaToBOe cBeT0e 3071070 - F31

72mm (27/8")

60mm (23/8")

150 mm (57/8")

Lg : 300 mm
(113/8")

176 mm (7 ")

39mm (11/2")

68306

TEXHUYECKWNE XAPAKTEPUCTUKW

laxi

THG

PARIS

207 mm (81/8")
164mm (612") |

113mm (41/2")

%g @ 64mm (21/2")

1"1/4

@ de pergage conseillé
recommended drilling o
empfohlener abstand.

@ de perforacion aconsejado

@ 28pm(11/8")
@ 28mm(13/8") ¢ 28mm(13/8")
110 mm (43/8")/110mm (43/8")

entraxe conseillé
recommended interval width
empfohlener abstand
distancia entre taladros aconsejado

Nz

62mm{21/2"

30/11/2020

* Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)
* 5,7 1/min a 3 bars (1.5 gpm at 43.5 psi)

MaToBbI HUKENb - CO1

MaToBbIA xpom - CO2

Hukens - BO1

MokpbiTe PVD BpoH3a - F33
MokpbiTre PVD 3010TUCTbLIN LBET -
H52

[okpbiTve PVD naTyHb - H49

[okpbiTe PVD MaToBas bpoH3a -
F34

MokpbiTve PVD maToBas naTyHb -
H50

[MokpbiTve PVD MaTOBbLIN
30/10TUCTLIV - H53

[MokpbiTe PVD MaTOBLI HUKEb -
H56

[okpbiTe PVD Hukenb - H55
CeeTsioe 3051070 - F30

CoCTapeHHbIn HuKkeb - H28
Xpom - A02
Xpom/30n0T0 - GO2



