BONDI WITH LEVER

G7G-152/US

Rim mounted 3-hole basin mixer with waste, high spout

CARACTERISTICAS

e Bondi with lever

¢ Rim mounted 3-hole basin mixer with waste, high spout

ACABADOS DISPONIBLES

Bronce claro - DOI1
Ceradmica negra mate - D30
Cromo - AO2

Cromo / dorado - GO2
Cromo mate - CO2

Dorado - FO1

Dorado mate - FO7

Dorado palido - F30

Dorado palido mate (sin barniz) - F31
Natural smoked Brass - A13

Niquel - BO1

Niguel mate - CO1
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Niquel viejo - H28

Pvd blush - H62

Pvd blush mate - HEO

Pvd color latén - H49

Pvd color latéon mate - H50
Pvd color niquel - H55
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Pvd color niquel mate - H56
Pvd color oro - H52

Pvd color oro mate - H53
Pvd grafito - H64

Pvd grafito mate - H65

Pvd marrén bronce - F33
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recommended drilling
o de percage conseillé
empfohlener abstand

@ de perforacién aconsejado

recommended interval width
entraxe conseillé

empfohlener abstand
distancia entre taladros aconsejado
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Pvd marrén bronce mate - F34
Pvd umber - H66
Pvd umber mate - H67



