BONDI

5-hole bath/shower mixer with super goliath high spout, 2 x 3/4" valves, and rim mounted handshower supplied by

progressive cartridge mix
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e Bondi

e 5-hole bath/shower mixer with super goliath high spout, 2 x 3/4"

valves, and rim mounted handshower supplied by progressive

cartridge mix

OOCTYTMHBIE BAPYAHTbI MOKPBLITUIA

Black ceram - D30

Blush PVD - H62
Graphite PVD - H64
Matt Umber PVD - H67
Matt blush PVD - H6O
Matt graphite PVD - H65

Natural smoked Brass - A13
Umber PVD - H66

BpoH3a - DO1

3o0s10T0 - FO1

MaToBoe 301070 - FO7
MaToBsoe cBeT/0e 30/10T0 - F31
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* Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)

MaToBbI HVKesb - CO1

MaToBbI Xpom - CO2

Hukens - BO1

MokpsIThe PVD 6poH3a - F33
MoKpbITMEe PVD 30/10TUCTHIN LBeT -
H52

MokpbITve PVD naTyHb - H49

e Bec: 50 I/min a 3 bars - Douchette : 9,5 I/min a bars

* Spout : 13,2 gpm at 43.5 psi - Handshower : 2.5 gpm at 43.5 psi

MokpbIThe PVD MaToBas 6poH3a -
F34 Xpom - AO2
[MokpblTve PVD MaToBasa naTyHb - Xpom/3010T0 - GO2
H50

MokpbITMe PVD MaTOBbIV

30/10TUCTBIN - H53

MoKpbITMEe PVD MaTOBbIV HUKeSb -

H56

MokpbIThe PVD HUKesb - H55

CseT/ioe 301070 - F30

CocTapeHHbI H1Keb - H28



