CORVAIR PORTORO

3fLaERK T RKE

He
e ACS:18ACCLY393
e NF : NF EN 200 - |A - Chrome

L3

AR

Black ceram - D30

Blush PVD - H62
Graphite PVD - H64
Matt Umber PVD - H67
Matt blush PVD - H60
Matt graphite PVD - H65

PVDHEF R - F34
PVDHE£E - H53
PVDME4 - H50
PVDHE>£4R - H56
PVD#iI4 - H49
PVD#z4f - F33
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* Recommandé : 3 bars (max. 5 bars) - Advised :
*151/min a 3 bars (4 gpm at 43.5 psi)

PVDE® - H52
PVD#g - H55
Umber PVD - H66
W% E - F31
W% - FO7
WE48 - CO2
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I 58 - CO1

93 mm (35/8")

152mm (6")

178mm (7")

69mm (23/4")
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o de pergage conseillé
recommended dilling o
empfohlener abstand
@ de perforacion aconsejado

30mm(118") ¢ 30mm( 118" 'mP 148"
110 mm (438" | 110mm(a38") |
entraxe conseillé
recommended interval width

empohlener abstand
distancia entre taladros aconsejado

134") Maxi
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43,5 psi (max. 72 psi)

MHAE (24KE) - FOI

A - AO2
MK - BO1
EE - F30
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