BONDI WITH LEVER

THG

PARIS

Bateria baNo/ducha sobre encimera. caNo super goliath alto, inversor incorporado y teleducha con flexo de 2m y soporte de

fijaciOn

CARACTERISTICAS

o ACS:18ACCLY473

ESTANDAR

ACABADOS DISPONIBLES

Dorado mate - FO7

Dorado palido - F30

Dorado palido mate (sin barniz) - F31
Natural smoked Brass - A13

Niquel - BO1

Niquel mate - CO1

Bronce claro - DO1
Ceramica negra mate - D30
Cromo - AO2

Cromo / dorado - GO2
Cromo mate - CO2

Dorado - FO1

-
87 mm (33/8")

105 mm (41/8" ),

Lg:2M (783/4")

531 mm (207/8")

72739

ESPECIFICACIONES TECNICAS

@ 64mm (212"

240 mm (9 1/2")

203 mm (1112")

168 mm (6.5/8

190 mm (7112")

o de pergage conseillé
recommended drillng 0
emplohlener abstand

H

N @ de perforacion aconsejado
E @30 8" @ 35qm (1.38")
- B: aaamuua--y @ 30gyn (438"
] Q a
140 mm (5 112") 140 mm (5112
_ 40 mm (512"

entraxe conseillé
recommended interval width
emplohlener abstar
distancia entre taladros aconsejado

37 mm (1112,
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* Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)

e Bec: 50 I/min a 3 bars - Douchette : 9,5 I/min a bars

* Spout : 13,2 gpm at 43.5 psi - Handshower : 2.5 gpm at 43.5 psi

Niquel viejo - H28

Pvd blush - H62

Pvd blush mate - H6O

Pvd color latén - H49

Pvd color latéon mate - H50
Pvd color niquel - H55

Pvd color niquel mate - H56
Pvd color oro - H52

Pvd color oro mate - H53
Pvd grafito - H64

Pvd grafito mate - H65

Pvd marrén bronce - F33

Pvd marrén bronce mate - F34
Pvd umber - H66
Pvd umber mate - H67



