GRAND CENTRAL METAL THG
U9K-170IRB P

Electronic tap for washbasin with infra-red presence detection, without pop-up waste
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e ACS:2IACCLY484 * Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)

* 8,3 1/min a 3 bars (2.2 gpm at 43.5 psi)

HEXHISKU
o Ref. GOO-5999 iiAibHEKD , E{Z90EHK , TREEKTEH /KO (B#A02, BOI, FOI, F30RE , HitiBEERHI])

o Ref. U9K-6532 Rim mounted ceramic mixer with progressive cartridge

BliEIHE

Black ceram - D30 Natural smoked Brass - A13 PVD#z$f - F33 M i%E - F31 & - AO2
Blush PVD - H62 PVDHEX#REE - F34 PVDE® - H52 & - FO7 xR - BO1
Graphite PVD - H64 PVDIE* % - H53 PVD# - H55 5% - CO2 & - F30
Matt Umber PVD - H67 PVDHE 4 - H50 Polished chrome with gold inlay - GAT I - CO1 AREE - DO1
Matt blush PVD - H60 PVDI 48 - H56 Umber PVD - H66 SHR - H28

Matt graphite PVD - H65 PVDI#E - H49 I ¢ & & 58 - HO7 MAE (24KE) - FOI



