CLUB SAINT-GERMAIN THG
G7H_2SSG PARIS

Rim mounted 3-hole bath mixer, super goliath spout

@ 30mm (11/8") -
- @
: ~
o (L) =
£
£ £
IS g
B
= =
: 238
5 . e - LT ]2 eomm (238
= - 3
N 3
£ — ©
£ £ 'j 180 mm (71/8")
E . -
314"NPT 3/4"NPT 2 .
1

o de pergage conseillé
recommended dfilling o
empfohlener abstand
@ de perforacién aconsejado

")

226 mm (87/8")

@ 35mm (13/8")

3

350 mm (133/4") =
(51/2" 140 mm ( :

o

=

entraxe conseillé N

recommended interval width £

hlener tand g

distancia entre taladros aconsejado

AT AT

03/11/2022
76289 4
CHARACTERISTIC TECHNICAL SPECS

e ACS:18ACCLY403 * Recommandé : 3 bars (max. 5 bars) - Advised : 43,5 psi (max. 72 psi)
e NF:NF EN 200 - IID/A - Chrome * 48 |/min a 3 bars (12.7 gpm at 43.5 psi)

STANDARDS

AVAILABLE FINITIONS

Antique nickel - H28 Graphite PVD - H64 Matt chrome - CO2 Natural smoked Brass - A13 Soft gold - F30

Black ceram - D30 Lacquered light bronze - DO1 Matt gold - FO7 Nickel color PVD - H55 Soft matt gold - F31

Blush PVD - H62 Matt Umber PVD - H67 Matt gold color PVD - H53 Polished chrome (color finish) - A02 Umber PVD - H66

Brass color PVD - H49 Matt blush PVD - H60 Matt graphite PVD - H65 Polished chrome / Polished gold

Brown bronze color PVD - F33 Matt brass color PVD - H50 Matt nickel (color finish) - CO1 (color finish) - GO2

Gold color PVD - H52 Matt brown bronze color PVD - F34 Matt nickel color PVD - H56 Polished gold (color finish) - FO1

Polished nickel - BO1



