HAMPTONS

5-hole bath/shower mixer with super goliath high spout, 2 x 3/4" valves, and rim mounted handshower supplied by

progressive cartridge mix

EIGENSCHAFTEN

¢ Hamptons

)

72mm (27/8"

lexo lg

78669

e 5-hole bath/shower mixer with super goliath high spout, 2 x 3/4"

valves, and rim mounted handshower supplied by progressive

cartridge mix

VERFUGBARE OBERFLACHEN

Altnickel - H28

Blassgold - F30

Blassgold matt unlackiert - F31
Bronze hell - DO1

Chrom - AO2

Chrom matt - CO2

Gold - FO1

Gold matt - FO7

Kupfer altrot matt lackiert - HO7
Mattschwarz keramik - D30
Natural smoked Brass - A13
Nickel matt - CO1

Pvd blush - H62

Pvd blush matt - H60

Pvd bronze braun - F33

Pvd bronze braun matt - F34
Pvd gold - H52

Pvd gold matt - H53

flexible Lg 350mm
hose length
schlauch lnge

M
30mm (11/8")
—
34"
1/2"
3/4" NPT
Lg: 400mm
15 3/4"

o de pergage conseillé

recommended drilling o
empfohlener abstand

@ de perforacion aconsejado

entraxe conseillé

THG

180 mm (71/8")

PARIS

310 mm (121/8")

161 mm

recommended interval width
empfohlener abstand
distancia entre taladros aconsejado

(63/8")

Maxi

38mm (11/2")

DA77

A7

Pvd graphite - H64

Pvd graphite matt - H65
Pvd messing - H49

Pvd messing matt - H50
Pvd nickel - H55

Pvd nickel matt - H56

Pvd umber - H66
Pvd umber matt - H67
Silbernickel - BO1
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